








































































PRODUCT SPECIFICATION GUIDEPiezoelectric Accelerometers

Model Number 3237A2 3302A 3315A 3326A1
Weight, ounces (grams) 1.31 (37) 1.06 (30) 1.73 (49) 0.35 (10)

Size, inches (L x W x H) 0.81 x 1.16 (D x H) 1.05 x 1.21 x 0.48 0.76 x 0.76 x 0.80 1.11 x 0.60 x 0.42

Connector Type military-style D38999 axial 3-pin “Mighty Mouse®” radial 2-pin bayonet-style radial 1/4-28 4-pin radial

Mounting Method 1/4-28 stud Ø.312 thru hole 1/4-28 tapped hole Ø.162 thru hole

Sensitivity, mV/g (mV/m/s2) 25 (2.5) 10 (1) 20 (2) 10 (1)

Full Scale Range, g (m/s2) 200 (1,961) 500 (4,903) 250 (2,452) 500 (4,903)

Frequency Response, ±5%, Hz 0.48 to 10,000 10 to 1,000 0.5 to 10,000 (±3dB) 4 to 2,000

Maximum Shock Survivability, g (m/s2) 3,000 (29,420) 3,000 (29,420) 5,000 (49,033) 4,000 (39,227)

Operating Temperature Range, °F (°C) -60 to +305 (-51 to +152) -60 to +250 (-51 to +121) -60 to +250 (-51 to +121) -60 to +225 (-51 to +107)

Environmental Seal hermetic hermetic hermetic hermetic

Electrical Isolation case case case case

Compatible Cables - 6891A - 6937A

Features spark-plug shaped package
biaxial

integral mounting bracket
low noise JFET electronics

low profile

compatible with standard aircraft 
on-board power supplies (+20 to +32 

VDC)
360° cable orientation

Additional Series Variations - - - 3326A2: 100 mV/g, 50g range

Similar Series - - - -

Model Number 3049E 3055D1 3056D1 3100D24
Weight, ounces (grams) (0.12) 3.3 0.35 (10) 0.35 (10) 1.94 (55)

Size, inches (L x W x H) 0.48 x 0.57 (D x H) 0.50 x 0.62 (D x H) 0.50 x 0.93 (D x H) 0.63 x 1.16 (D x H)

Connector Type 10-32 axial 10-32 radial 10-32 axial 10-32 radial

Mounting Method 10-32 stud 10-32 tapped hole 10-32 tapped hole 10-32 tapped hole

Sensitivity, mV/g (mV/m/s2) 10 (1) 10 (1) 10 (1) 1,000 (102)

Full Scale Range, g (m/s2) 500 (4,903) 500 (4,903) 500 (4,905) 5 (49)

Frequency Response, ±5%, Hz 1 to 10,000 1 to 10,000 1 to 10,000 (±10%) 1 to 1,000

Maximum Shock Survivability, g (m/s2) 5,000 (49,033) 3,000 (29,420) 3,000 (29,420) 200 (1,961)

Operating Temperature Range, °F (°C) -60 to +250 (-51 to +121) -60 to +250 (-51 to +121) -60 to +250 (-51 to +121) -60 to +250 (-51 to +121)

Environmental Seal hermetic hermetic hermetic hermetic

Electrical Isolation base base base case

Compatible Cables 6010A, 6011A 6010A, 6011A 6010A, 6011A 6010A, 6011A

Features lightweight cost effective cost effective high sensitivity

Additional Series Variations 3049E2: 100 mV/g, 50g range

3055D2: 100 mV/g, 50g range
3055D3: 500 mV/g, 10g range
3055D4: 50 mV/g, 100g range
3055D5: 20 mV/g, 250g range
3055D6: 200 mV/g, 25g range

3056D2: 100 mV/g, 50g range
3056D3: 500 mV/g, 10g range
3056D4: 20 mV/g, 250g range
3056D5: 50 mV/g, 100g range
3056D6: 200 mV/g, 25g range
3056D7: 1 mV/g, 5,000g range
3056D8: 5 mV/g, 1,000g range

-

Similar Series

3049E1/E3: adhesive mount, 
available in sensitivities of 10 and 
100 mV/g
3049D: charge mode, 5.8 pC/g, 
available with adhesive or 10-32 
stud mount

3055DT: TEDS
3055C: charge mode, 15 pC/g

3056DT: TEDS
3056C: charge mode, 15 pC/g 3100D24T: TEDS



PRODUCT SPECIFICATION GUIDE Piezoelectric Accelerometers

Model Number 3211A1 3214A1 3215M1 3234A1
Weight, ounces (grams) 0.35 (10) 0.39 (11) 0.35 (10) 0.42 (12)

Size, inches (L x W x H) 0.80 x 0.60 x 0.41 0.50 x 0.50 x 0.57 0.96 x 0.60 x 0.42 0.50 x 0.50 x 0.62

Connector Type 10-32 radial 10-32 radial 10-32 radial 10-32 radial

Mounting Method Ø.171 thru hole 10-32 tapped hole Ø.190 thru hole 10-32 tapped hole

Sensitivity, mV/g (mV/m/s2) 10 (1) 10 (1) 10 (1) 10 (1)

Full Scale Range, g (m/s2) 500 (4,903) 500 (4,903) 500 (4,903) 500 (4,903)

Frequency Response, ±5%, Hz 1 to 10,000 1 to 10,000 1 to 10,000 1 to 10,000

Maximum Shock Survivability, g (m/s2) 5,000 (49,033) 5,000 (49,033) 5,000 (49,033) 5,000 (49,033)

Operating Temperature Range, °F (°C) -60 to +250 (-51 to +121) -60 to +250 (-51 to +121) -60 to +300 (-51 to +149) -60 to +250 (-51 to +121)

Environmental Seal hermetic hermetic hermetic hermetic

Electrical Isolation case no case base

Compatible Cables 6010A, 6011A 6010A, 6011A 6010A, 6011A 6010A, 6011A

Features
360° cable orientation

low noise
unique cubic design

cost effective
360° cable orientation

unique cubic design
low noise JFET electronics

Additional Series Variations 3211A2: 100 mV/g, 50g range
3214A2: 100 mV/g, 50g range
3214A3: 500 mV/g, 10g range

-
3234A2: 100 mV/g, 50g range
3234A3: 500 mV/g, 10g range

Similar Series
3211M1: submersible, 10-foot 
integral cable, 10 mV/g, 500g 
range

3214AT: TEDS - -

Model Number 3255A1 3256A1 3312A2T
Weight, ounces (grams) 0.35 (10) 0.35 (10) 0.88 (25)

Size, inches (L x W x H) 0.50 x 0.62 (D x H) 0.50 x 0.91 (D x H) 0.75 x 0.73 (D x H)

Connector Type 10-32 radial 10-32 axial 10-32 radial

Mounting Method 10-32 tapped hole 10-32 tapped hole 10-32 tapped hole

Sensitivity, mV/g (mV/m/s2) 10 (1) 10 (1) 100 (10)

Full Scale Range, g (m/s2) 500 (4,903) 500 (4,903) 50 (490)

Frequency Response, ±5%, Hz 1 to 10,000 1 to 10,000 0.1 to 4,000

Maximum Shock Survivability, g (m/s2) 3,000 (29,420) 3,000 (29,420) 10,000 (98,067)

Operating Temperature Range, °F (°C) -60 to +250 (-51 to +121) -60 to +250 (-51 to +121) -65 to +250 (-54 to +121)

Environmental Seal hermetic hermetic hermetic

Electrical Isolation no no no

Compatible Cables 6010A, 6011A 6010A, 6011A 6010A, 6011A

Features cost effective cost effective
ultra low frequency response

low profile design
TEDS

Additional Series Variations

3255A2: 100 mV/g, 50g range
3255A3: 500 mV/g, 10g range
3255A4: 50 mV/g, 100g range
3255A5: 20 mV/g, 250g range
3255A6: 200 mV/g, 25g range

3256A2: 100 mV/g, 50g range
3256A3: 500 mV/g, 10g range
3256A4: 20 mV/g, 250g range
3256A5: 50 mV/g, 100g range
3256A6: 200 mV/g, 25g range

-

Similar Series 3255C: charge mode, 15 pC/g
3256BT: TEDS
3256C: charge mode, 15 pC/g

-







PRODUCT SPECIFICATION GUIDEPiezoelectric Accelerometers

Model Number 3235C1 3255C 3256C 3309A
Weight, ounces (grams) 2.43 (69) 0.35 (10) 0.35 (10) 0.90 (25.5)

Size, inches (L x W x H) 1.66 x 1.19 x 1.03 0.49 x 0.62 (D x H) 0.50 x 0.91 (D x H) 1.26 x 0.80 x 0.50

Connector Type 2-pin 7/16-27 radial 10-32 radial 10-32 axial 3-pin “Mighty Mouse®” radial

Mounting Method Ø.171 thru holes, x3 10-32 tapped hole 10-32 tapped hole Ø.171 thru hole

Sensitivity, pC/g (pC/m/s2) 50 (5) 15 (1.5) 15 (1.5) 5 (0.5)

Upper Frequency Response, ±5%, Hz 10,000 (±15%) 5,000 (±10) 5,000 (±10%) 5,000

Maximum Shock Survivability, g (m/s2) 2,000 (19,613) 3,000 (29,420) 3,000 (29,420) 10,000 (98,067)

Operating Temperature Range, °F (°C) -60 to +550 (-51to +287) -60 to +375 (-51 to +190) -60 to +375 (-51 to +190) -60 to +482 (-51 to +250)

Environmental Seal hermetic hermetic hermetic hermetic

Electrical Isolation case no no case

Compatible Cables 6838A, 6845A 6013A, 6019A 6013A, 6019A -

Features differential output cost effective cost effective 360° cable orientation

Additional Series Variations
3235C2: 100 pC/g
3235C3: 200 pC/g

- - -

Similar Series -
3255A: IEPE, available in 
sensitivities from 10 to 500 mV/g

3256A: IEPE, available in 
sensitivities from 10 to 500 mV/g

-

Model Number 3310A 3316M3 3443C
Weight, ounces (grams) 0.06 (1.8) 0.18 (5) 0.35 (10)

Size, inches (L x W x H) 0.40 x 0.35 x 0.24 0.40 x 0.40 x 0.39 0.85 x 0.50 x 0.44

Connector Type 3-foot removable cable to 10-32 jack 10-32 radial (3) 10-32 radial

Mounting Method adhesive 10-32 tapped hole Ø.15 thru holes, x2

Sensitivity, pC/g (pC/m/s2) 1.0 to 1.3 (0.10 to 0.13) 1 to 2 (0.1 to 0.2) 2.7 (0.27)

Upper Frequency Response, ±5%, Hz 7,000 10,000 (±10%) 10,000 (±10)

Maximum Shock Survivability, g (m/s2) 5,000 (49,033) 10,000 (98,067) 5,000 (49,033)

Operating Temperature Range, °F (°C) -60 to +500 (-51 to +260) -60 to +1000 (-51 to +538) -94 to +500 (-70 to +260)

Environmental Seal hermetic hermetic hermetic

Electrical Isolation base no no

Compatible Cables 6003A03 (supplied), 6013A, 6019A 6894A, 6946A, 6979A, 6999A 6013A, 6019A

Features ultra miniature teardrop design
ultra high temperature operation

miniature, lightweight cubic design
triaxial

miniature, lightweight design

Additional Series Variations -

3316C: 1 to 2 pC/g, 5-40 tapped hole, +900°F, negative polarity
3316C1: 1 to 2 pC/g, 5-40 tapped hole, +900°F
3316M1: 1 to 2 pC/g, 10-32 tapped hole, +900°F
3316M2: 0.5 to 2 pC/g, 5-40 tapped hole, +900°F
3316M5: 1 to 2 pC/g, adhesive mount, integral hardline cable, +1000°F

-

Similar Series - - -









PRODUCT SPECIFICATION GUIDEPiezoelectric Accelerometers

Model Number 3097A1 3145A 3220E 3224A1
Weight, ounces (grams) 0.15 (4.3) 0.08 (2.3) 0.10 (2.7) 0.007 (0.2)

Size, inches (L x W x H) 0.40 x 0.40 x 0.41 0.24 x 0.49 (D x H) 0.67 x 0.41 x 0.25 0.20 x 0.14 x 0.12

Connector Type 10-32 radial 5-44 axial 5-44 radial 3-foot integral cable to 10-32 jack

Mounting Method 5-40 tapped hole 5-40 stud Ø.093 thru hole adhesive

Sensitivity, mV/g (mV/m/s2) 10 (1) 100 (10) 10 (1) 9 to 14 (0.9 to 0.14)

Full Scale Range, g (m/s2) 500 (4,903) 50 (490) 500 (4,903) 500 (4,903)

Frequency Response, ±5%, Hz 0.3 to 5,000 0.8 to 10,000 (±10%) 1 to 5,000 0.3 to 20,000 (±10%)

Maximum Shock Survivability, g (m/s2) 5,000 (49,033) 3,000 (29,420) 2,000 (19,613) 3,000 (29,420)

Operating Temperature Range, °F (°C) -60 to +200 (-51 to +93) -60 to +185 (-51 to +85) -60 to +250 (-51 to +121) -60 to +300 (-51 to +149)

Environmental Seal hermetic hermetic hermetic epoxy

Electrical Isolation no no base no

Compatible Cables 6010A, 6011A 6014A, 6029A, 6040A 6014A, 6029A, 6040A 6010A, 6011A

Features
miniature cubic design

low noise JFET electronics
miniature design 360° cable orientation ultra miniature teardrop design

Additional Series Variations
3097A2: 100 mV/g, 50g range
3097A3: 500 mV/g, 10g range

3145A1: 10 mV/g, 500g range
3145A2: 5 mV/g, 1,000g range

3220M27: 1 mV/g, 5,000g range
3224A2: 2 mV/g, 2,500g range
3224A3: 5 mV/g, 1,000g range
3224A4: 1 mV/g, 5,000g range

Similar Series 3097AT: TEDS
3145AG: adhesive mount, 
available in sensitivities from 5 to 
100 mV/g

3220C: charge mode, available in 
sensitivities of 1.5 and 10 pC/g

3224B: case isolated, 10 mV/g, 
500g range
3224C: charge mode, 0.6 pC/g

Model Number 3225F
Weight, ounces (grams) 0.02 (0.6)

Size, inches (L x W x H) 0.36 x 0.25 x 0.15

Connector Type 3-foot integral cable to 10-32 jack

Mounting Method adhesive

Sensitivity, mV/g (mV/m/s2) 10 (1)

Full Scale Range, g (m/s2) 500 (4,903)

Frequency Response, ±5%, Hz 1.6 to 10,000 (±10%)

Maximum Shock Survivability, g (m/s2) 5,000 (49,033)

Operating Temperature Range, °F (°C) -60 to +250 (-51 to +121)

Environmental Seal epoxy

Electrical Isolation no

Compatible Cables 6010A, 6011A

Features ultra miniature teardrop design

Additional Series Variations

3225F1: 10 mV/g, 500g range, 3-foot removable cable, hermetic
3225F2: 10 mV/g, 500g range, 3-foot removable cable, hermetic, base isolated
3225F3:  10 mV/g, 500g range, 3-foot integral cable, epoxy, based isolated
3225F4T: 1 mV/g, 5,000g range, 3-foot removable cable, hermetic, TEDS
3225F5T: 10 mV/g, 500g range, 17-foot removable cable, hermetic, TEDS
3225M5: 1 mV/g, 5,000g range, 3-foot removable cable, hermetic

3225M7: 1 mV/g, 5,000g range, 10-foot removable cable, hermetic
3225M23: 50 mV/g, 100g range, 3-foot removable cable, hermetic
3225M24: 100 mV/g, 50g range, 3-foot removable cable, hermetic
3225M36: 10 mV/g, 500g range, 20-foot removable cable, epoxy, TEDS
3225M37: 5 mV/g, 1,000g range, 20-foot removable cable, epoxy, TEDS
3225M39 10 mV/g, 500g range, 3-foot integral cable, hermetic, low-end frequency response of 1.2 
Hz

Similar Series 3225E: charge mode, 1.8 pC/g, available with removable and integral cable options





PRODUCT SPECIFICATION GUIDEPiezoelectric Accelerometers

Model Number 3023A 3023A1 3023A2
Weight, ounces (grams) 0.11 (3) 0.14 (4) 0.14 (4)

Size, inches (L x W x H) 0.36 x 0.36 x 0.36 0.36 x 0.36 x 0.49 0.35 x 0.35 x 0.49

Connector Type 1/4-28 4-pin radial 1/4-28 4-pin radial 1/4-28 4-pin radial

Mounting Method adhesive 5-40 tapped hole 10-32 tapped hole

Sensitivity, mV/g (mV/m/s2) 10 (1) 10 (1) 10 (1)

Full Scale Range, g (m/s2) 500 (4,903) 500 (4,903) 500 (4,903)

Frequency Response, ±5%, Hz 1.5 to 4,000 1.5 to 4,000 1.5 to 4,000

Maximum Shock Survivability, g (m/s2) 5,000 (49,033) 5,000 (49,033) 5,000 (49,033)

Operating Temperature Range, °F (°C) -60 to +250 (-51 to +121) -60 to +250 (-51 to +121) -60 to +250 (-51 to +121)

Environmental Seal hermetic hermetic hermetic

Electrical Isolation no no no

Compatible Cables 6811A, 6824A 6811A, 6824A 6811A, 6824A

Features miniature triaxial design miniature triaxial design miniature triaxial design

Additional Series Variations

3023AH: 10 mV/g, 500g range, +325°F
3023A3: 5 mV/g, 1,000g range
3023A3H: 5 mV/g, 1,000g range, +325°F
3023A4H: 1 mV/g, 5,000g range, +325°F 
3023A5: 1 mV/g, 5,000g range
3023M27: 10 mV/g, 500g range, XYZ marking
3023M30: 10 mV/g, 500g range, XYZ marking, 
+325°F

3023A4: 5 mV/g, 1,000g range

3023A2H: 10 mV/g, 500g range, +320°F
3023A6: 5 mV/g, 1,000g range
3023A6H: 5 mV/g, 1,000g range, +320°F
3023A9: 1 mV/g, 5,000g range
3023M23: 10 mV/g, 500g range, XYZ marking, 
+325°F

Similar Series 3023AT: 10 mV/g, 500g range, TEDS 3023A1T: 10 mV/g, 500g range, TEDS -

Model Number 3033B2 3053B 3093M17 3093M22
Weight, ounces (grams) 0.39 (11) 0.21 (6) 0.48 (13.5) 0.49 (13)

Size, inches (L x W x H) 0.60 x 0.60 x 0.31 0.50 x 0.50 x 0.35 0.96 x 0.58 x 0.54 0.59 x 0.59 x 0.60

Connector Type 44-inch integral cable to (3) BNC plugs 1/4-28 4-pin Dytran radial 1/4-28 4-pin radial 1/4-28 4-pin radial

Mounting Method 4-40 thru hole adhesive 10-32 tapped hole adhesive

Sensitivity, mV/g (mV/m/s2) 10 (1) 10 (1) 100 (10) 5 (0.5)

Full Scale Range, g (m/s2) 500 (4,903) 500 (4,903) 50 (490) 1,000 (9,807)

Frequency Response, ±5%, Hz 1 to 8,000 2 to 5,000 (±10%) 0.6 to 5,000 3.3 to 3,000

Maximum Shock Survivability, g (m/s2) 1,000 (9,807) 5,000 (49,033) 7,000 (68,647) 5,000 (49,033)

Operating Temperature Range, °F (°C) -60 to +250 (-51 to +121) -60 to +250 (-51 to +121) -60 to +225 (-51 to +107) -60 to +250 (-51 to +121)

Environmental Seal epoxy hermetic hermetic hermetic

Electrical Isolation no case case case

Compatible Cables - 6430A, 6431A, 6801A, 6830A 6811A, 6824A 6811A, 6824A

Features 360° cable orientation lightweight isolated design isolated design

Additional Series Variations - 3053B1: 5 mV/g, 1,000g range 3093M27: 10 mV/g, 500g range, 
+320°F

-

Similar Series -

3053B2: 10 mV/g, 500g range, 
10-32 tapped hole
3053M10: 10 mV/g, 500g range, 
10-32 tapped hole, XYZ marking

3093M8: 100 mV/g, 50g range, TEDS
3093M18: 10 mV/g, 500g range, TEDS
3093M28: 5 mV/g, 1,000g range, 1,2,3 
marking TEDS

-















PRODUCT SPECIFICATION GUIDE Accelerometer Mounting 
Accessories

Model Description
6273 mounting wax, 20 grams

Model Description
6239 vibration probe, 0.5” hex, 6” long, 10-32 tapped hole, aluminum

6591A installation and removal wrench, aluminum, 3225E and 3225F series

6725A installation and removal wrench, aluminum, 3224A series

6741 installation and removal wrench, aluminum, 3133A series

Model Hex Size (in) Thickness (in) Mounting Thread Material
6167 0.375 0.125 2-56 stainless steel

6207 0.375 0.156 5-40 aluminum

6213 0.625 0.260 10-32 stainless steel

6221 0.625 0.180 10-32 aluminum

6228 0.500 0.200 10-32 aluminum

Model Hex Size (in) Thickness (in) Mounting Thread Material
6222 0.375 0.156 5-40 aluminum

6223 0.375 0.340 10-32 aluminum

6226 0.625 0.180 10-32 aluminum

6243 0.375 0.280 10-32 aluminum

6244 0.375 0.375 10-32 aluminum

6245 0.625 0.375 10-32 aluminum

6268 0.312 0.140 5-40 aluminum

6714 0.560 0.340 4-40 aluminum

Model Hex Size (in) Thickness (in) Mounting Thread Material
6196 0.750 0.400 10-32 stainless steel

6199 0.375 0.210 2-56 stainless steel

6209 1.000 0.740 10-32 stainless steel

6258 0.625 0.390 10-32 stainless steel

6265 0.375 0.210 5-40 stainless steel

6272 0.625 0.430 10-32 stainless steel

6284 0.500 0.430 10-32 stainless steel

6295 0.250 0.120 � at surface for adhesive mount stainless steel

6729 0.625 0.505 4-40 stainless steel

6273

67416725A6591A6239

6213

6221

6167 6207

6228

6222

67146268

6245
6244

6243

6226
6223

672962956284

627262656258

6209
61996196















PRODUCT SPECIFICATION GUIDEImpulse Hammer Accessories & 
Electronics

Model Number 4705A1 4705M4 4711A1 4751B1
Sensitivity, mV/pC 50 10 0.1 50

Range, pC 100 500 50,000 100

Size, inches (L x D) 3.13 x 0.50 2.56 x 0.50 2.53 x 0.50 1.81 x 0.50

Connectors (Input / Output) BNC jack / BNC jack 10-32 jack / BNC jack 10-32 jack / BNC plug 10-32 jack / 10-32 jack

Features general purpose general purpose general purpose general purpose

Additional Series Variations

4705A2: 10 mV/pC, 500 pC range
4705A3: 1 mV/pC, 5,000 pC range
4705A4: 0.1 mV/pC, 50,000 pC 
range

4705M5: 1 mV/pC, 5,000 pC range
4705M11: 50 mV/pC, 100 pC 
range
4705M22: 0.5 mV/pC, 10,000 pC 
range

4711A2: 1 mV/pC, 5,000 pC range
4711A3: 10 mV/pC, 500 pC range

4751B2: 10 mV/pC, 500 pC range
4751B3: 1 mV/pC, 5,000 pC range
4751B4: 0.1 mV/pC, 50,000 pC 
range

Similar Series - - -
4751BT: TEDS, available in 

sensitivities from 0.1  to 50 mV/pC

Model Number 4752B 4753B 4754B
Sensitivity, mV/pC 10 10 10

Range, pC 500 500 500

Size, inches (L x D) 1.83 x 0.50 2.46 x 0.50 1.83 x 0.50

Connectors (Input / Output) 10-32 jack / 10-32 jack 10-32 jack / BNC jack 10-32 jack / 10-32 jack

Features for use with high temperature sensors for use with high temperature sensors for use with high temperature sensors

Additional Series Variations - 4753B1: 1 mV/pC, 5,000 pC range -

Similar Series 4752BT: TEDS, 10 mV/pC, 500 pC range - -

Model Description
6250A for use with 5800B and 5850B, aluminum, hard, 1/4-28 thread

6250C for use with 5800B and 5850B, copper, hard, 1/4-28 thread

6250P for use with 5800B and 5850B, delrin, hard, 1/4-28 thread

6250PS for use with 5800B and 5850B, polyurethane, super soft, 1/4-28 thread

6250S for use with 5800B and 5850B, stainless steel, hard, 1/4-28 thread

6250PT for use with non-Dytran impulse hammers, delrin, hard, 10-32 thread

6250PST for use with non-Dytran impulse hammers, polyurethane, super soft, 10-32 thread

Model Description
6530H for use with 5805A, hard, 1/4-20 thread

6530M for use with 5805A, medium, 1/4-20 thread

6530S for use with 5805A, soft, 1/4-20 thread

6530T for use with 5805A, tough, 1/4-20 thread

6251H for use with 5802A, hard, 3/8-16 thread

6251M for use with 5802A, medium, 3/8-16 thread

6251S for use with 5802A, soft, 3/8-16 thread

6251T for use with 5802A, tough, 3/8-16 thread

6252H for use with 5803A, hard, 1/2-13 thread

6252M for use with 5803A, medium, 1/2-13 thread

6252S for use with 5803A, soft, 1/2-13 thread

6252T for use with 5803A, tough, 1/2-13 thread

6250A 6250C

6250PST6250PT6250S

6250PS6250P

6530T6530S

6530M6530H

6251H 6251M

6251T6251S

6252S 6252T

6252M6252H









PRODUCT SPECIFICATION GUIDECables

Model Connector A Description Connector B
6014A 5-44 plug Coaxial, PVC jacket, gray 10-32 plug

6021A 5-44 plug Coaxial, silicone rubber jacket, white cutoff

6024A 5-44 plug Coaxial, silicone rubber jacket, white 10-32 plug

6028A 5-44 plug Coaxial, PVC jacket, gray cutoff

6040A 5-44 plug Coaxial, PVC jacket, gray BNC plug

Low Noise

6025A 5-44 plug Coaxial, Teflon™ jacket, red 10-32 plug

6056A 5-44 plug Coaxial, Teflon™ jacket, red BNC plug

Rugged

6017A 5-44 plug Coaxial, Teflon™ jacket, white 10-32 plug

6029A 5-44 plug Coaxial, Teflon™ jacket, white BNC plug

6092A 5-44 plug Coaxial, armored RG196A/U BNC plug

5-44 Plug

BNC Plug

10-32 Right Angle Plug

TNC Plug

2-pin Military

Model Connector A Description Connector B
6020A BNC plug Coaxial, PVC jacket, RG-58A/U, black BNC plug

6055A BNC plug Coaxial, Te� on™ jacket, RG196A/U, white BNC plug

6088A BNC plug Two conductor, polyurethane jacket, black cutoff

6089A BNC plug Coaxial, PVC jacket, RG174, black BNC plug

6094A BNC plug Coaxial, PVC jacket, RG-58A/U, black cutoff

6098A BNC plug Coaxial, Teflon™ jacket, white cutoff

6409A BNC plug Two conductor, Tefzel™ jacket, white cutoff

6426A BNC plug Coaxial, polyurethane jacket, black BNC plug

6429A BNC plug Coaxial, Teflon™ jacket, RG196A/U, white 10-32 right angle plug

Model Connector A Description Connector B
6086A TNC plug Coaxial, Tefzel™ jacket, white BNC plug

6087A TNC plug Two conductor, Tefzel™ jacket, white cutoff

6090A TNC plug Two conductor, polyurethane jacket, black cutoff

6091A TNC plug Coaxial, PVC jacket, RG58A/U, black BNC plug

6404A TNC plug Coaxial, PVC jacket, RG58A/U, black cutoff

6405A TNC plug Coaxial, Tefzel™ jacket, white cutoff

6410A TNC plug Coaxial, PVC jacket, RG174A/U, black BNC plug

Model Connector A Description Connector B
6038A 10SL-4P Coaxial, PVC jacket, RG58A/U, black BNC plug

6080A 10SL-4P Two conductor, polyurethane jacket, black cutoff

6082A 10SL-4P Two conductor, polyurethane jacket, RG58A/U, black BNC plug

6406A 10SL-4P Two conductor, Tefzel™ jacket, white cutoff

6407A 10SL-4P Two conductor, Tefzel™ jacket, white BNC plug








